SURVEY RECOVERY FORM

City of Everett
Department of Public Works

State of Washington
County: Snohomish

Station Name: 29 05 N13

Horizontal Datum:

Vertical Datum: Established By: SNOCO
Control Point ID: Book: Page: Pt#: Date: 02/17/1998

Data sheet edited by Geodetic Consultants 01/25/1998
Section: 21 Township: 29N Range: 5SE

47 59 34.75489
122 09 43.31821

LATTITUDE: (5 decimal places)
LONGITUDE: (5 decimal places)

ORTHOMETRIC HEIGHT: Feet

Meters

Washington State Plane Coordinates — North Zone

Northing Easting Point Scale Factor | Convergence
(4 decimal places) | (4 decimal places) (t0 9 decimal places) Deg Min Sec
Feet 365020.014 1315096.817 0.999944621 -00 59 21.3
Meters 111258.3228 400842.3115

HORIZONTAL DATA: Established by SNOCO using Trimbal
Rapid Static GPS

resection survey, comments
X GPS survey, GPS adjustment software used:
other, explain:
surveyor’s estimated relative positional accuracy: _ 003.ft. @
surveyor’s estimated absolute positional accuracy: _ ft@
VERTICAL DATA:
Vertical position established
differential leveling to:

Trimvec software

95 % confidence

% confidence

order accuracy

GPS survey, accuracy within .0ft Meters
surveyor’s estimated relative positional accuracy: ft @ % confidence
surveyor’s estimated absolute positional accuracy: ft @ % confidence
MONUMENT DESCRIPTION

A 6x6-inch stone with a chiseled identification recessed 1.2 feet below the ground surface. A 10-inch square
concrete block has been placed over the monument. It is covered by 6-inches of water at low tide. The
position was established by the Snohomish County Survey Office.

TO REACH
It is east of the bridge over Union Slough.
REFERENCES
Az from North Distance Reference Description

2.5 feet North of the edge of a 10 foot wide ditch

+- 560 feet East of the Bridge over Union Slough

A half of a 55 gallon drum was set around the monument with an orange witness post
Month & Year Recovered: Condition of Mark: Recovered By:
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